





KINGSMEN

IKINGSMEN

Lumberjacks are people who fell rees, cut these
into logs, and ransporl the logs (o the sawmills

We are Kingsmen, who start with the process of

the lumberjachks, but we don't stop at the mills.

We bring the finished timber 1o your doorsiep and
install and maintain it for you as well. Our parent
company in Myanmar & Indonesia, has been in tha
business for over a decade. We manufaciure and
bring to you the latest Solid Timber Floaring, Decking,
Dwoors, Engineered Doors & Door Frames using latest
stape-of-the-ar technology.

Cur manufacturing Facilities use sophisticated
state-of-the-art faciliny using German, Japanese

and Austrian machines,

Kingsmen's Exceptional Quality and Expertise
ensures a full control over sourcing, manufacturing,
installation and maincenance, thus ensuring Zero
compromise on the highest guality standards,
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SOLID TIMBER

Salid Timber fooring ks made of planks milled from
premium grade tmber logs thar are kiln drled which
guaraniess performance of a lifetime, Manufacured
undes-tight quality control conditions using the best
manufacturing practces, our Solkd Timber fooring
comes with less carbon emissions: The foonng is
made of Superior Quality Hardwood sourced from
various exotic Eurapean, Armerican, African and Asian

timber species that are certified from ecological

managed foresis. The Aooring comes In eco-friendiy

finishes and is maintained using Boma producks.

The flooring has a thicker wear surface and can be
sanded and refinished multiple times. Our Aoaring is
equipped with absorpiion sirps that reduce cupping,
and we use the Vemlilated Batten System (Patented] for
installation that makes the foorng fess prone to

gapping, loasening and defarming caused by humidity,



Ot Ply System
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Cn Frame System

THE ART OF

In addition o the timber, the components wsed for

thee installation of Rooring play a crucial role in the
durability of wooden floars. Whether it is the odiesives
W use to stich the floor, o the maechings and abragives
we use for sanding the foor, or the filkers and finishes we
use for polishing the foor, all play a very critical aspect in
delivering thie best floar for gou, All The componenis we
use are Green Guord Certified products from the world

leader Bong AR which ensures your Indoor Air Qualify

Kingsdrert ds an quhorised user of Dorna prodoucts.




SOLID TIMBER

Kingsmen uses proprietary technology lor installation IKingsmen offers beautiful decking options from
Wie use aerospace grode brackets, stainless steel scréws, exolic species of timber, namely Burma Teak,
and rhe patented BLACKTRONZ™ clip sysiem o prevent Iron Wood, Merbauw, Belian and IFE .

typical pain points of outdoor decks,

Deck Svstem
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SOLID TIMBER

These doors ane perfectly suited for natural indoor
ermviranments, with lesser carbon emissions

The seasoned doors are made from kil dried
premium grade salid timber, wihich provides stabilitg
and durability, along with a superfor sufoce finish
The doors are site-Anished and come with & warmraniy
o dast grois @ lifetirme,

We offer a wide selection of fascinating wood species,
with different styies and colowrs, ranging from the
proncunced grains of Burma Teak and the warm tones
of Ash Wood, to the exotic bold looks of Honne
[Merbau) & Iroko, which suits your lifesmyle




SOLID ENGINEERED

Premium Crade Engineered Door Frames offer the
aesthatics of wood thsroawighy thakr Ratural wanmith and
rrubtiple surface textures, The different thichness, size
and exposure durability classifications mahe these

products stable and seructurally strong

Cur Engineened Weod Products are made from timber

that is created specifically (o meet the preservation
standards defined for India; chemically treated by CCA
a5 per 1510013, and vacuum pressured as per (5401,

Kingsmen understands that for every cusbomer, sirength

and durabiliny are the prime cornoerms

To address this, the Engineered Doaors and Frarmes use
the Finger Joint System that makes the door stronger and
pravents warping. We also use Dodel Jaints that add to
the strength and resist being pulled apart
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KINGSMEN

Expdlence Teue Tlmbed
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